DIMENSIONS CONNECTIONS
MODEL NO.| TANK SIZE c | o E Fo| oRET | QonET| DRAN DR LINE
ACF—2472-31 24" X 727 24.5" 85" 82" | 2” FNPT| 2” FNPT| 1” FNPT| 1/2” COMPRESSION
ACF—3072-31 30" X 727 30.4" 88" 85" | 2" FNPT| 2” FNPT| 1" FNPT| 1/2” COMPRESSION
ACF—3672—31 36" x 72° 36.5” 91" 88" | 2” FNPT| 2" FNPT| 2” FNPT| 1/2” COMPRESSION
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| 1. ALL PIPE, FITTINGS, ETC. SHOWN IN BROKEN LINES TO BE

! FURNISHED BY CUSTOMER.

! 2. ADEQUATE SPACE SHOULD BE PROVIDED AROUND AND NEAR

: THE EQUIPMENT TO ALLOW FOR GENERAL MAINTENANCE AND

| MAINTAINING SALT STORAGE.

| 3. ALL DRAINS SHOULD BE PLUMBED WITH A PHYSICAL AIR GAP

! OF AT LEAST FOUR TIMES THE DIAMETER OF THE DRAIN LINE,

! TO PREVENT DRAIN BACKUP FROM ENTERING THE MINERAL TANK.
| BE SURE TO FOLLOW ALL LOCAL AND STATE PLUMBING AND

| ELECTRICAL CODES.

! ON APPLICATIONS REQUIRING WATER METERS, REFER TO

! INSTALLATION INSTRUCTIONS BEFORE INSTALLING.

: PIPING SUPPORT IS EXTREMELY IMPORTANT, UNDUE STRESS

| ON CONTROL VALVE CAN RESULT IN SYSTEM FAILURE.

! ALL DIMENSIONS ARE APPROXIMATE.

! TANK SHOWN WITH 6” FLANGE, 24” TANK SUPPLIED WITH 4”—8UNC
! THREADED TOP OPENING.

! ON TWIN UNIT MODELS, WHEN LESS THAN 6 HOURS IS

| EXPECTED BETWEEN REGENERATIONS OR WHEN REGENERATED

| BY METER, TWO BRINE TANKS MAY BE REQUIRED, CONSULT FACTORY.
! 10. WATER METER SHOWN IS FOR REFERENCE ONLY, ACTUAL WATER

! METER USED MAY VARY ACCORDING TO CUSTOMER REQUIREMENTS.
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