
2750/ 2850/ 3150/ 3900 Series 

Commercial/Industrial Fiberglass 

Activated Carbon Filter 

Control Valve 

• Time-tested hydraulically balanced piston, seal, and spacer
concept to pilot service flow and regeneration.

• Motor driven operation not dependent on water pressure,
shifts smoothly without water hammer. Timer and drive
assembly positively positions piston for each of the five
cycles.

• Choice of 7 or 12 day clock, manual or meter initiated
regeneration.

• Solid lead-free brass valve body supplied for durability and
corrosion resistance.

• 5 Year warranty

Mineral Tank 

• Inner shell constructed of polyethylene.

• Externally wound with continuous fiberglass proving to
provide superior strength under pressure up to 150 psi.

• Lightweight and easy to handle compared to steel tanks.
• Approved by NSF, UL, UPC, and FDA.

• 5 Year warranty

Granular Activated Carbon Media 

• Capable of meeting the most exacting requirements of
commercial & industrial water filtration applications.

• Granulated activated carbon media is available in various
grades and sizes for specific operating conditions.

• High absorption capacity for the removal of chlorine and
dissolved organics responsible for bad taste and odor.

• Meets FDA ANSI/NSF Standard 61 and will meet the
requirements for the U.S. Food chemicals Codex (4th
Edition, 1996).

• 

Distribution System 

• Designed to provide uniform and efficient distribution and

collection of water during filtration operation.

• Filters are constructed with a multi section centrally located

distributor or a radial hub & lateral arrangement constructed

of corrosion resistant polypropylene.

• Distributors are covered with a graded gravel support bed to

provide even flow distribution and a low pressure drop
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Standard Features for Quality 
and Dependability 

Mueller Industrial Water Services offers a full line of 

automatic activated carbon filters. 

Carbon filters are extremely effective for the removal of 

dissolved organic compounds responsible for objectionable 

taste, odors, and chlorine in the treatment of municipal and 

industrial waters. 

Filtration is achieved through high capacity granulated 

activated carbon, which lies on a gravel sub fill. The 

activated carbon is periodically backwashed to remove any 

suspended solids, which may have accumulated in the bed, 

rinsed and then returned to service. 

Various grades of activated carbon are available to meet 

specific applications. Common stocked sizes are coconut 

and coal based acid washed 12x30 and 12x40. 

*Please consult with our technicians for assistance in the

design phase for empty bed contact time



Operating Specifications 

Pressure Range: 30 to 125 psi 

Water Temperature: 300 to 1200 F 

Electrical Requirements: 120V, 60Hz, 1 Amp Max. 

Effluent water quality is based on feed water parameters. 

Due to continuous product improvement, specifications are subject to change without notice. 
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Model # 

  Unit 
 Pipe 
 Size 
 (NPT) 
 (In.) 

Tank 
  Size 
 (In.) 

       Service Flow Rates 
     (GPM) 

Total 
 Filtration  

Area 
 (Sq. Ft.) 

Media 
 (Cu. Ft.) 

Gravel 
  (Lbs.) 

 Back- 
 wash 
(GPM) 

 Inlet/ 
 Outlet 
 Size 
 (In.) 

 Drain 
  Size 
 (In.) 

Dimensions 

  Approx. 
 Shipping 
 Weight 

(Lbs.)  
  Single 

Continuous 
   Flow Range 

@ 5 GPM 
(Sq. Ft.) 

Peak 
     Flow Rate 

@ 10 GPM 
(Sq. Ft.)

Height  Depth  Width  Twin Width

ACF-1354-27 1 13X54-4 4.6 9.22 0.922 2.0    N/A N/A8.0 1.0 0.75 64 13 13 28 120 

ACF-1465-27 1 14X65-4 5.35 10.7 1.07 3.0 N/A 10.0 1.0 0.75 75 14 14 40 163 

ACF-1665-27 1 16X65-4 7.0 14 1.40 4.0 N/A 15.0 1.0 0.75 75 16 16 44 197 

ACF-1354-28 1.5 13X54-4 4.6 9.22 0.922 2.0 N/A 8.0 1.5 1.0 64 13 13 38 142 

ACF-1465-28 1.5 14X65-4 5.35 10.7 1.07 3.0 N/A 10.0 1.5 1.0 75 14 14 40 207 

ACF-1665-28 1.5 16X65-4 7.0 14 1.40 4.0 N/A 15.0 1.5 1.0 75 16 16 44 256 

ACF-2162-31 2 21X62-4 12.05 24.1 2.41 5.0 N/A 25.0 2.0 2.0 72 21 21 54 288.5 

ACF-2472-31 2 24X72-4 15.7 31.4 3.14 8.0 N/A 30.0 2.0 2.0 82 24 24 60 385 

ACF-3072-31 2 30X72-4 24.55 49.1 4.91 10.0 N/A 50.0 2.0 2.0 82 30 30 72 529 

ACF-3672-39 3 36X72-6 35.35 70.7 7.07 20.0 N/A 60.0 3.0 2.0 82 36 36 84 970 

ACF-4272-39 3 42x72-6 48.1 96.2 9.62 30.0 N/A 90.0 3.0 2.0 73 42 42 96 1,320 

ACF-4872-39 3 48x72-6 63 126 12.6 40.0 N/A 125.0 3.0 2.0 82 48 48 108 1,719 

Options & Accessories 

• Single or multiple configurations for

various flow requirements

• Automatic backwash is initiated by time

clock or differential pressure switch.

• Lockout – No special devices are

required when twin units are operated by

demand backwash controllers. Inter- 

connecting wiring between the two units

prevents both filters from backwashing at

the same time.

• Pressure Gauge – Liquid filled stainless

steel pressure gauges.

• Skid Mounting – Skid mounted units on

welded structural steel skids are pre- 

piped, pre-wired and factory tested.

• Custom Designed Systems – Can be

manufactured for specific applications.

A Look Inside the Fiberglass Series Activated Carbon Filter 

 (In.)  (In.)  (In.)  (In.) 



Performance Specifications 

1. Continuous flow rates are listed at 10 GPM/cu. ft. of media or at 15 psi pressure drop, whichever is less. 

2. Peak flow rates are listed at 15 GPM/cu. ft. of media or at a 25 psi pressure drop, whichever is less. 

3. Drains at installation sites must be able to dispose of water at the backwash rate for a period up to 20 minutes. 

Effluent water quality is based on feed water parameters. 

Due to continuous product improvement, specifications subject to change without notice. 

CARBON VOLUME (FT^3) X 7.48 (GAL / FT^3) 
EMPTY BED CONTACT TIME (MINS) =  

WATER FLOW RATE (GAL / MIN) 

Effluent water quality is based on feed water parameters. 

Due to continuous product improvement, specifications are subject to change without notice. 
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Additional Activated Carbon Filter info. 




